Level Cera Portable is the world’s first portable pressure type level gauge for bunker

I System Architecture

and ballast tanks with wireless communications for remote indication. This

easy-to-use level gauge can continuously monitor tank level during bunkering and Ffficient Wireless Architecture

contribute to preventing overflows using less labour than using only a sounding tape.

The gauge is also less influenced by foaming or air-infused fuel. Quick and accurate CARGO CONTROL ROOM
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readings are possible. In addition to indicating the level on the local display, the level

Indicator

is transmitted wirelessly to a remote indicator and all tank levels can be monitored on a

computer in the block.

Display on PC Monitor

Sounding Tape

Level Cera Portable

Crew Required

2 People

1 Person

Measuring Skills Required

Required

Not Required

Repetitions / Tank
(Down and Up is 1 Repetition)

F.O.T.: Several Times
W.B.T.: 2 or More

F.O.T.: 1
W.BT.: 1

(Can take continuous measurements after
inserting the detector.)

Measuring Time

8~10 Minutes / Tank

Real Time / All Tanks

Transmit Level Readings
to C.C.R., etc

Radio

Automatically Sends Data
Wirelessly

Handling Errors from
Ship Motion

Multiple Repetitions are
Needed for an Average
Measurement

Displays Average from
Continuous Measurement

Display on Monitor

None

Displays All Tanks
Simultaneously
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Multiple Tanks
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I General Specifications

Vessel Application
Measurement Application(s)
Measuring Range

Accuracy

AmbientTemperature

Power Supply
Battery Life

Protection Class

Weight

Dimensions

Dry Cargo Vessel (for use only in non-hazardous areas)
Fuel Oil, Diesel Qil, Sea Water, Fresh Water
0 to 30m

+50mm (shop test)

Remote Indicator: -20°C to 70°C (-4 to158°F)
Detector: 5C to 50°C (41 to 122°F)

DC 2.4V, Max. 45mA (2 Nickel Hydride Batteries)
Continuous Operation: Approx. 96 hours

Remote Indicator: IP56 Equivalent
Detector: IP68 Equivalent

Remote Indicator: Approx. 400g, Main Body: Approx. 4.5kg

Remote Indicator: 15cm wide X 7cm tall X 5cm deep
Main Body: 24cm wide X 37cm tall X 31cm deep

*Design and specifications are subject to change.
Visit www.levelmaster.biz for further details.



